


MODEL 8610 NA WTP 

Type of application RTG, RMG

Type of lifting system Four twistlocks or four piggyback legs

Type of stacking Normal and block stacking

Spreader weight (TW) 14 000 kg without extra equipment

Lifting capacity (SWL), spreader 40 LT / 41 tonnes ± 10 % eccentric load

Lifting capacity (SWL), piggyback 40 LT / 41 tonnes ± 10 % eccentric load

Lifting capacity (SWL), lifting eyes 4 x 10 tonnes

Twistlock ISO pendular 20 mm

WTP-option
< 5 sec.*
ISO pos. 2 258 mm
WTP pos. 2 448 mm

Telescopic positions 20, 30 and 40ft

Telescoping speed from 20-40ft < 25 sec.*

Leg clamping distance, min / max 1 500 ± 60 mm / 3 130 ± 60 mm

Leg centre distance, min / max 5 250 - 11 383 mm

Leg, down time / Leg, up time < 29 sec.* / < 25 sec.*

Hydraulics, operating pressure up to   140 bar

Hydraulics, flow / tank volume 56 L/min (2x28) / 90 L

Power supply 480 VAC/60 Hz

Electrical motors 2 x 7,5 kW

Electric - control voltage 24 VDC

Colour Signal yellow RAL 1003 

Paint thickness 220 µ

All speci� cations are subject to change without notice. A list of options enables you to adapt the product 
more precisely to your needs and further information is available on request. 

8610 NA WTP.

Piggyback foot, North American standard.

Twistlock and lifting eye.

* Calculated speed at 20° C

TECHNICAL SPECIFICATIONS
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Visit www.elme.com for details, spare parts and more products.

HEAD QUARTER AND PRODUCTION
ELME Spreader AB

Phone +46 10 222 18 00 
Email sales@elme.com
Website www.elme.com

SALES AND SPARE PARTS
ELME Spreader Trading (Shanghai) Co., Ltd

Phone +86 21 5169 8922
Email sales.cn@elme.com

SPARE PARTS
ELME Americas Inc.

Phone +1 731 588 02 20
  +1 731 332 09 29
Email sales.us@elme.com


